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BEHAVIOUR WITH CHEMICAL AND ATMOSPHERIC AGENTS

Soft gasket

EVOLUTION Series
accessories

Flush
mounting box

Transparent
membrane

Cable sleeve PG16 

EVOLUTION Series
accessories

Surface mounting box

Surface mounting enclosure - IP40. Flush mounting enclosure - IP55.

EXAMPLES OF INSTALLATION

APPLICATION EXAMPLES

Protection degree: IP40-IP55

Operating temperature
according to the
reference standard:                 -5°C +35°C

Max. operating temperature: 60°C

Glow Wire test: 650°C

Material: Engineering plastic

IK degree at 20°C: IK06

Colour: Grey RAL 7035
Anthracite RAL 7021
(flush mounting version)

Surface mounting enclosure - IP40

Surface mounting enclosure - IP55

Flush mounting enclosure - IP55

EN 60670-1
Boxes and enclosures for electrical accessories 

for household and similar fixed electrical installations.
Part 1: general requirements.

REFERENCE STANDARDS

TECHNICAL CHARACTERISTICS

QUALITY MARKS

VERSIONS

ENCLOSURE FOR WIRING ACCESSORIES
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APPLICATION EXAMPLES

BEHAVIOUR WITH CHEMICAL AND ATMOSPHERIC AGENTS

Rated current: 16A

Rated voltage: 250V~

Frequency: 50Hz

Insulating voltage: 250V~

Protection degree: IP20D

Operating temperature
according to the
reference standard: -15°C +35°C

Max. operating temperature: 60°C

Cabling capacity 10A: 0,75 - 1,5mm2

of the terminals: 10A: 0,75 - 2,5mm2

Glow Wire test: 750°C

Material: Engineering plastic

Colour: White RAL 9010
Black RAL 9011

90° angled plugs.

Plugs with straight outlet.

Trailing sockets with straight outlet.

VERSIONS TECHNICAL CHARACTERISTICS

QUALITY MARKS

IEC 60884-1
Plugs and socket-outlets for household and similar purposes.

Part 1: general requirements.

CEI 23-50
Plugs and sockets for domestic and similar applications.

Part 1: general requirements.

REFERENCE STANDARDSDOMESTIC PLUGS AND SOCKETS
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BEHAVIOUR WITH CHEMICAL AND ATMOSPHERIC AGENTS

CABLE GLAND TABLE: METRIC/PG/GAS

APPLICATION EXAMPLES
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Protection degree: IP66-IP68

Operating temperature: -5°C +60°C / -20°C +80°C

Glow Wire test: 750°C/850°C

Material: Engineering plastic

IK degree at 20°C: IK05 - IK06

Versions: PG thread
METRIC thread
GAS thread

Colour: Grey RAL 7035 (light)
Grey RAL 7004 
(heavy duty)

TECHNICAL CHARACTERISTICS

BEHAVIOUR WITH CHEMICAL AND ATMOSPHERIC AGENTS (LIGHT VERSION)

With nut
- PG thread
- METRIC thread
- GAS thread

Without nut
- PG thread
- METRIC thread

With diaphram and nut
- PG thread
- METRIC thread

With diaphram without nut
- PG thread
- METRIC thread

VERSIONS

EN 50262
Metric cable glans for electric installations.

REFERENCE STANDARDSCABLE GLANDS WITH DEVICE TO PREVENT 
ANY UNSCREWING 
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FLUSH MOUNTING ENCLOSURE - IP55

SURFACE MOUNTING ENCLOSURE - IP55

(Dimensions in mm)
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(Dimensions in mm)

DIMENSIONS

UNION Series
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UNIBOX Series




